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CCO – Leica Scanstation C10
The C10 is fairly easy to transport around the beach, no vehicle 
needed. 
Long range, up to 300m
All in one unit, other systems may need external 
batteries/laptop to operate
Dual Axis Compensator – only one target needed which 
considerably speeds up the surveying process
Integrates well with 
existing RTK equipment

• 6mm accuracy



Fieldwork
• Scanner and target tripod are 

set up and levelled
• Choose optimum location, 

line of sight, scanner spacing 
along beach

• Survey scanner location and 
target location, 10 
measurements are taken and 
averaged later

• Scan, takes 1min 45sec
• Scan target
• Move to next setup, approx

200m further along beach
• Two surveyors walk with RTK 

along low water to ensure 
MLWS contour is reached

• Survey is referenced to RTK 
base station set up
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Move to next set up location
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Scan with 
Colour

C10 scanner has a 
built in camera 
which allows the 
point cloud to be 
coloured
Useful for very high 
definition surveys 
as allows fine detail 
to be picked out,
e.g. stress cracks 
and fossils which 
was part of the 
survey spec.
Photos also provide 
full 360° panoramic 
view of each set up

fractures







St Oswald’s Bay January 2013



St Oswald’s Bay June 2013





Section at Landslide Location



Section January‐June2013



Notch Depth, approx. 5m



Notch Height approx 3m



Notch Width approx. 18m



Durdle Door ‐ St Oswald’s Animation


